


PSR60, PSR72, PSR85, PSR105
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Softstarter

1SFC132033M0001SE-721 61 Vasteras Sweden

Tel:  +46 21 32 07 00

Fax: +46 21 12 60 01
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20mm(0.79’’)

According to
UL 508 and CSA-C22.2 No. 14-05

Minimum Enclosure size 24*13*8 Inch.
Two latching points min.
For use in Pollution degree 2 environment.

Suitable for use on a circuit capable of delivering
not more than 85000 symmetrical A, 600 V max
when protected by (x) J class time delay fuses.
Model  PSR60     PSR72    PSR85     PSR105
(x) =    110A        125A       150A        200A
Use fuse only.
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Niederlassungen

ASCHAFFENBURG 

Schwalbenrainweg 30a 

63741 Aschaffenburg 

Telefon: 06021-3488-0 

Telefax: 06021-3488-511 

E-Mail: ab@lamb.de 

 

NÜRNBERG 

Dieselstraße 18 

90765 Fürth 

Telefon: 0911-766709-0 

Telefax: 0911-766709-611

E-Mail: nb@lamb.de 

 

SCHWEINFURT 

Carl-Zeiss-Straße 20 

97424 Schweinfurt 

Telefon: 09721-7659-0 

Telefax: 09721-7659-411

E-Mail: sw@lamb.de 

 

STUTTGART 

Heerweg 15/A 

73770 Denkendorf 

Telefon: 0711-93448-30 

Telefax: 0711-93448-311 

E-Mail: st@lamb.de

Zentrale

MAX LAMB GMBH & CO. KG 

Am Bauhof 2 

97076 Würzburg 

VERTRIEB WÄLZLAGER

Telefon: 0931-2794-210

E-Mail: wlz@lamb.de 

VERTRIEB ANTRIEBSTECHNIK

Telefon: 0931-2794-260

E-Mail: ant@lamb.de

Ideen verbinden, Technik nutzen
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